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30 CFR Ch. I (7–1–14 Edition) § 71.501 

§ 71.501 Sanitary toilet facilities; main-
tenance. 

Sanitary toilets provided in accord-
ance with the provisions of § 71.500 shall 
be regularly maintained in a clean and 
sanitary condition. Holding tanks shall 
be serviced and cleaned when full and 
in no case less than once each week 
when in use by draining or pumping or 
by removing them for cleaning and re-
charging. Transfer tanks and transfer 
equipment, if used, shall be equipped 
with suitable fittings to permit com-
plete draining without spillage and 
allow for the sanitary transportation 
of wastes. Waste shall be disposed of in 
accordance with State and local laws 
and regulations. 

Subpart G—Drinking Water 

§ 71.600 Drinking water; general. 
An adequate supply of potable water 

shall be provided for drinking purposes 
in each surface installation and at each 
surface worksite of the mine. 

§ 71.601 Drinking water; quality. 
(a) Potable water provided in accord-

ance with the provisions of § 71.600 shall 
meet the applicable minimum health 
requirements for drinking water estab-
lished by the State or community in 
which the mine is located. 

(b) Where no such requirements are 
applicable, the drinking water provided 
shall conform to the Public Health 
Service Drinking Water Standards, 42 
CFR part 72, subpart J. 

§ 71.602 Drinking water; distribution. 
(a) Water shall be piped or trans-

ported in sanitary containers. Water 
systems and appurtenances thereto 
shall be constructed and maintained in 
accordance with State and local re-
quirements. Where no such require-
ments are applicable, water systems 
and appurtenances shall be constructed 
and maintained in accordance with the 
National Plumbing Code (ASA A40.8— 
1955) which is hereby incorporated by 
reference and made a part hereof. (For 
information as to the availability of 
this code, see § 71.402(b).) 

(b) Water transported to the site 
shall be carried, stored and otherwise 
protected in sanitary containers con-

structed of smooth, impervious, heavy 
gauge, corrosion resistant materials. 
The containers shall be marked with 
the words ‘‘Drinking Water.’’ 

§ 71.603 Drinking water; dispensing re-
quirements. 

(a) Water shall be dispensed through 
a drinking fountain or from a water 
storage container with an adequate 
supply of single service cups stored in a 
clean, sanitary manner. Water shall 
not be dipped from inside water storage 
containers. Use of a common drinking 
cup is prohibited. 

(b) Water containers shall remain 
sealed at all times during use and shall 
not be refilled with water for reuse 
without first being cleaned and dis-
infected with the use of heat or sani-
tizers. 

(c) Drinking fountains from which 
water is dispensed shall be thoroughly 
cleaned once each week. 

(d) Ice used for cooling drinking 
water shall not be immersed or in di-
rect contact with the water to be 
cooled, unless it has been handled in a 
sanitary manner and unless the ice is 
made from the same source as the 
drinking water or from water of a qual-
ity equal to the source of the drinking 
water. 

Subpart H—Airborne 
Contaminants 

§ 71.700 Inhalation hazards; threshold 
limit values for gases, dust, fumes, 
mists, and vapors. 

(a) No operator of an underground 
coal mine and no operator of a surface 
coal mine may permit any person 
working at a surface installation or 
surface worksite to be exposed to air-
borne contaminants (other than res-
pirable coal mine dust, respirable dust 
containing quartz, and asbestos dust) 
in excess of, on the basis of a time- 
weighted average, the threshold limit 
values adopted by the American Con-
ference of Governmental Industrial Hy-
gienists in ‘‘Threshold Limit Values of 
Airborne Contaminants’’ (1972) which is 
hereby incorporated by reference and 
made a part hereof. Excursions above 
the listed threshold limit values shall 
not be of greater magnitude than is 
characterized as permissible by the 
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